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	KRPA-U16
	RS500A-E10-RS12U

	Processor
	1 x Socket LGA 4094 
AMD EPYCTM 7002 series processors
	AMD EPYCTM 7002 series processors
TDP 225W 

	Memory
	16 x DIMM, DDR4 3200MHz, 8 channel, RDIMM/LRDIMM/LRDIMM 3DS
	16 x DIMM, DDR4 3200MHz, 8 channel, RDIMM/LRDIMM/LRDIMM 3DS

	Storage
	Total SATA ports: 16  
· 4 x SATA ports (by 4 x SATA connectors)
· 12 x SAS ports (by Mini-SAS HD connector)
Total NVMe™ ports: 12  
· 6 x onboard OCuLink ports (Gen 3 x4 link)
· 6 x OCuLink ports (by ASUS riser card) 
	Total SATA ports:   
· 12 x 2.5” hot-swap NVMe/SATA/SAS storage bays 
(SAS compatible with ASUS PIKE cards)

	M.2
	1 x M.2, up to 22110 
	1 x M.2, up to 22110

	LAN
	2 x GbE ports 
1 x Management port 
	2 x GbE ports 
1 x Management port
Optional OCP adaptor
· 4 or 2 x 1G ports
· 2 x 10G ports 
· 2 x 25G ports or higher bandwidth 

	Expansion Slots
	Total slots: 5+1 
· PCIe® 4.0 x24 (x16 link), HL
· PCIe® 4.0 x8 (x8 link), HL
· PCIe® 3.0 x8 (x8 link), HL
· PCIe® 3.0 x16 (x16 link), FL 
· PCIe® 3.0 x16 (x16 link), FL 
· PCIe® 4.0 x16 (x16 link) for OCP 2.0 Mezzanine card 
	Total Slot: 2+1
· PCIe® 4.0 x16 (x16 link), LF
· PCIe® 4.0 x16 (x16 link) for OCP 2.0 Mezzanine card

	Internal I/O
	2 x front-panel USB 3.0 headers 
1 x USB 3.0 (Type-A vertical)
1 x TPM
1 x COM
1 x front-panel VGA header
	Front:
2 x USB 3.0 
1 x VGA 
1 x COM
Rear:
2 x USB 3.0 

	Power Supply
	N/A
	1+1 Redundant 650W 

	IPMI Support
	BMC (ASMB9-iKVM)
	BMC (ASMB9-iKVM)

	Dimensions
	EEB 12 x 13", (305 x 330 mm)
	615 x 444 x 44 mm (1U)
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	RS500A-E10-RS4
	RS500A-E10-PS4

	Processor
	AMD EPYCTM 7002 series processors
TDP 225W 
	AMD EPYCTM 7002 series processors
TDP 225W 

	Memory
	16 x DIMM, DDR4 3200MHz, 8 channel, RDIMM/LRDIMM/LRDIMM 3DS
	16 x DIMM, DDR4 3200MHz, 8 channel, RDIMM/LRDIMM/LRDIMM 3DS

	Storage
	Total 4 SATA ports:   
· 4 x 3.5” or 2.5” hot-swap SATA and SAS storage bays 
(SAS compatible with ASUS PIKE cards)
	Total 4 SATA ports:   
· 4 x 3.5” or 2.5” hot-swap SATA and SAS storage bays
(SAS compatible with ASUS PIKE cards)

	M.2
	1 x M.2, up to 22110
	1 x M.2, up to 22110

	LAN
	2 x GbE ports 
1 x Management port
Optional OCP adaptor
· 4 or 2 x 1G ports
· 2 x 10G ports
· 2 x 25G ports or higher bandwidth 
	2 x GbE ports 
1 x Management port
Optional OCP adaptor
· 4 or 2 x 1G ports
· 2 x 10G ports 
· 2 x 25G ports or higher bandwidth 

	Expansion Slots
	Total Slot: 2+1
· PCIe® 4.0 x16 (x16 link), FH, HL 
· PCIe® 4.0 x8 (x8 link), FH, HL 
· PCIe® 4.0 x16 (x16 link) for OCP 2.0 Mezzanine card
	Total Slot: 2+1
· PCIe® 4.0 x16 (x16 link), FH, HL
· PCIe® 4.0 x8 (x8 link), FH, HL
· PCIe® 4.0 x16 (x16 link) for OCP 2.0 Mezzanine card

	Internal I/O
	Front:
2 x USB 3.0 
1 x VGA 
1 x COM
Rear:
2 x USB 3.0 
	Front:
2 x USB 3.0 
1 x VGA 
1 x COM
Rear:
2 x USB 3.0 

	Power Supply
	1+1 Redundant 650 W 
	1 650 W 

	IPMI Support
	BMC (ASMB9-iKVM)
	BMC (ASMB9-iKVM)

	Dimension
	615 x 444 x 44 mm (1U)
	615 x 444 x 44 mm (1U)



About ASUS
ASUS는 미 포춘지에 선정한 “세계에서 가장 존경 받는 기업” 중 하나로 오늘날의 IT 환경에 적합한 혁신적인 제품과 미래의 스마트 라이프를 지향하는 제품을 생산하고 있다. ASUS는 PC 메인보드, 그래픽카드, 모니터, 서버 및 워크스테이션을 포함한 토털 IT 솔루션을 지속적으로 선보이고 있으며, VR 과 AR 그리고 사물 인터넷을 포함하는 다양한 제품의 포트폴리오를 가지고 있다. 올해로 창립 30주년을 맞이하는 ASUS는 전세계적으로 16,000 여명의 임직원과 월드클래스5,000 여명의 R&D 인력과 함께 혁신적이고 완벽한 품질의 제품을 만들고 있으며 2017년 기준으로 4,511개의 미디어 어워드와 130억 달러의 매출을 일궈냈다.
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